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TRANSPLANTING MACHINES FOR MODULES

Transplanting machine FX
Transplanting machine F-MAX
Transplanting machineMULTIPLA

Transplanting machine FUTURA
OTHER PRODUCTS

TRANSPLANTING MACHINES FOR BLOCKS
Trapiantatrice FPP & FPS

Transplanting machine F

Transplanting machine ROTOSTRAPP \\‘\‘3‘ Mechanical transpinating machine FPA

Transplanting machine and
plastic layer FPC
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COSTRUZIONI

I [ FX é stata concepita per ortaggi in zolle di qualsiasi forma (cilindrica- Mexannueckan nepecagounas mammna FX nns pacrennii B
conica-piramidale) normali o precompresse. La macchina & nata per 000a049KaX.
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risolvere le problematiche piu difficili legate al
trapianto dellinsalata, tuttavia, & utilizzabile per
tutte le varieta di ortaggi. Unico limite & legato alle
dimensioni della pianta che non pud superare i
15 cm di altezza. L'elemento della FX & dotato di
un sistema oscillante a parallelogrammo in
grado di adattarsi alle deformita del terreno. La
macchina monta un distributore conico
interamente in metallo anch'esso caratterizzato
come per F-MAX e MULTIPLA da un movimento
ad intermittenza. La distanza minima per interfila
& di 28 cm. Questa trapiantatrice permette di
raggiungere rese medie orarie di 3.500 piante a
persona, tuttavia operatori esperti possono
raggiungere senza difficolta le 5.000 piante ora.

The Ferrari FX transplanter for vegetables can
work with small plugs of every shape (cylindrical,
conical, pyramidal) normal or pre-compressed.

The machine has been studied to solve the most
difficult transplanting problems with lettuce, but
at the moment every kind of vegetables can be
transplanted with it; the only limit is represented
by the plant dimensions which cannot be higher
than 15 cm. The FX element is equipped with a
parallelogram system swinging on the ground in
order to follow perfectly also the most uneven
soil conditions. Each element can transplant
3,500 plants per hour on average (experienced
people can easily transplant 5,000 plants/hour).

Hogas nepecano4unas Mamuna cepun FX moxer
paGorare Ha HeOombIIMX ITTBIOAX 3eMiH 00O
thopMBl (LHIHHIPHUYECKOH, KOHHYECKOH,
NHEpaMHAANbHOH) OOBYHBIX HIH
crpeccoBaHHBIX. MatHa co3aHa H3HAYaIEHO
[ penmieHHs Haubonee BaKHBIX MpobaeM mo
nepecajike canara, ONHAKO €€ NpPHMEHEHHe
aleKBaTHO M KOPPEKTHO JUIA OBOIIEH BCex
BHAOB. ENMHCTBEHHOE OrpaHH4YeHHE — I9T0
ype3MepHLIH pasmep pactenus (Gonee 15 cm).
Cepuiineiii moaynes FX ocHamen
napannenorpaMHoil konebnrouieiics Hax
TPYHTOM cHCTeMOH, cnocobHo# Oe3ynpedHo
ciefoBarh penbedyy TrpyHTa, IR 3eMiH M
KaMHeH, MOTYIIHX [PHCYTCTBOBATH B IPYHTE,
HECMOTPA Ha MOATOTOBKY.
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Bl I |deale per svariate tipologie di ortaggi: pomodoro, cavolo, melanzane,
peperoni, tabacco. Si adatta anche ad alcuni tipi di insalata purché in

Hogas nepecanounas Mammaa F MAX EVOLUTION nezamenumMa
JUI nOcaiky moboro BHAA OBOIIEH: OT KAMyCTHI A0 MOMHIOpA M

contenitore e con foglia sviluppata.

F-MAX lavora con diverse forme di zolle: piramidali, cilindriche, coniche

ed eventualmente anche cubetto
pressato. Si adatta a piante delle pil
svariate dimensioni anche sino a 20 - 25
cmdialtezza.

E' dotata di un distributore rotante a
intermittenza. Questa caratteristica &
particolarmente importante per far in
modo che la pianta cada all'interno del
distributore sempre nello stesso periodo
ditempo.

Questa trapiantatrice permette di
raggiungere rese medie orarie di 3.500
piante a persona, tuttavia operatori
esperti possono raggiungere senza
difficolta le 5.000 piante ora.

The F MAX EVOLUTION

TRANSPLANTING MACHINE is suitable
for transplanting a wide variety of
vegetables from tomatoes to cabbages,
aubergines, peppers, long-leaved salads

OaxnaxkaHa, iepua ¥ IPOYMX PasHOBHJHOCTEH, PaBHO Kak W JUIs
HEKOTOPBIX BHIOB calara (B KOHTEHHEepe, HO C PA3BHTHIM JIHCTOM) U

Tabaka. Mammuna paboraer Ha rbI0ax
3eMJIH Pa3HO# HOPMBIL: OT MHPaMUIHOH
J10 IAIHHJPHYECKOH M KOHHYECKOH, a
00 3ampocy, Takke M Ha
CIIPECCOBAHHAIX KYOHKaX (€CIH JIHCThA
BBIPOC/IH JOCTATOYHO Ui MofobHOro
npuMeHeHnsn). MammHa oOcHameHa
BpPANIAIOIIHMCA pachpejienTeneM Ha
BOCEMb AHEEK, MO3BOJIAIONIHM paboTy ¢
GonpmuUM 3amMacOM H C
npou3BoAHTENbHOCTEIO B 3500
PacTeHHH B 9aC Ha KAKIYIO SIUHHILY.

HecomuerHo, 910 camas s dexrnpaas
nepecaziodHas MAliHHA B KOMMEpIHH.
KauectBo e€ paboTel mMHPOKO
MPH3HAHO, KAK Ha TOHKHX PacTeHHAX,
TaK # Ha 0c060 JNHHHBEIX PACTCHHAX.
Ha BcnaxaHHOM IPYHTE, HO TAKXE M B
HeOnaronpHATHLIX yenopuax. Mamuna
OCHAMEeHa OPHITHHANBHBIMH
pEeMEeHNAMH, MO3BOJAIOMHMH

n3berarb 3aCTpEBAHMA MOJIOTKA H ONPOKHIBIBAHHA pacTEHHA.

and tobacco too. The machine can be fed with many different types of
modules: pyramidal, cylindrical, conic and on request also with square
blocks (but only if the leaves are long and big enough).

Each work station (unit) is equipped with an 8 cartridge rotary carousel
which eases the operators' task of loading, permitting a work capacity of
3,500 plants per hour per row. (on average experienced people can
easily transplant 5,000 plants/hour)

ManmHa CKOHCTpYHpOBaHa MOAYNsHO. OT OQHOTO 10 BOCBMH
9]1EMEHTOB Ha eIHHOI pelike, 1160 3akpriBatoniascsa. Kpome Toro,
MalldHa OCHANmeHa MHOTOYHCIEGHHBIMH NPHHAIIEKHOCTAMH,
NpHBEIEHHLIMHE B TabIHIE.
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B N MULTIPLA ha tutte le caratteristiche che contraddistinguono le
trapiantatrici Ferrari. E' ideale per svariate tipologie di ortaggi:
pomodoro, cavolo, melanzane, peperoni, broccoli, ecc. Questo modello
monta un distributore doppio in grado di essere alimentato su due file da
un solo operatore ed opera con un parallelogrammo che consente che

errarj

permette una perfetta aderenza al suolo.
persona & pari a 3.500 piante, tuttavia
operatori esperti possono raggiungere
senza difficolta le 5.000 piante ora.

=J== This transplanting machine for modules

s /lannas nepecaoyHas MamMHA COTOBOTO THIA OTJIHYAETCA BCEMH
HAWITY4IIHMH TapaMerpamu Kadecrsa paborel mammu F MAX, Ha
NpejMeT NocajlkH pacTeHHH, HeNpepbIBHOCTH MOJAYH H OCTOSHHOCTH
nTyOHHBL TOCAJKH, NOMHMO omHOOK Hinke 2%.
BO3MOMHBIM O1aro1aps PUMEHEHHIO OJHOM M TOI e KOHCTPYKTHBHOMH
TexHonorun. Kpome Toro, mammas momens naéT BO3MOKHOCTB,
MOCPEICTBOM JIBOHHOIO pacrpeenurens,
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contains all the best characteristics which in
the years differentiated the working quality
of the F MAX for what concerns the way it
plants, the excellent soil recovering, the
depth consistency as well as the low
missing plants percentage (less than
2%).This model, with its double carousel,
can be fed in the double row by just one
operator. However the output remains the
same as the one of a single person, that is
3,500 plants per hour per person (on
average - experienced people can easily
transplant 5,000 plants/hour).

YCHITMAMH OJIHOTO OTIepaTopa.

MULTIPLA

Yacosas mpoM3BOMHTENBHOCTE PaBHA HOPME OIHOrO omeparopa. To
ect: 3500 pacremmii, mo 1750 ma pan. Emé onna paxkHas
XAPAKTEPHCTHEA — 3TO [NOMHOCTLIO HE3ABHCHMAA CHCTEMA NTPHIICTAHHA K
IPYHTY, OCHOBAHHAA HA IPHHIIUIIE IAPAILIENOrPAMMA, C PETYIHPOBKOH
NaBnenHs Ha npyxuHax. Kpome Toro, Mammna ocHamena nepeHuM
POJIHKOM TOATOTOBKH K MOCANKE, ONHPAIOMIHMCA HA I'PYHT, & TaK Xe
sagauM konecom flex. A, cnenoearensHo,
MAlllHHA HE HYXKIAETCA B NOCTOAHHOMH
peryimposke rnyOHHEI H obecredusaer
paboty Takke NpH J0CTATOYHO BHICOKOMH
BJIAXKHOCTH, IOCPEACTBOM KOMILIEKTa
npuHamexknocteii flex, ponnka u koneca.
Kpome Toro, BMeCTHTENBHBIH KyOHTeCKHH
KOHTEHHEp Jng SAUIHKOB MNO3BONSET
MHHHMAIBHEIH 3amac B 25 MocaioqHBIX
pocTtkoB. Mamuna paboraer Ha
MEXPANHOM paccTosauu oT 38 no 50 e, ¢
BO3MOYKHOCTBIO PEryITHPOBKH KakIble 2 M
(kacaTensHO HNPOYHX MEXPALHEIX
paccTOsHHH, CMOTPETh MOJENH,
npHBeJ¢HHbIE Ha ToNy0oM KBajapare
ciepa). Manmna oco6o addexrupra s
NOCajZIkKH TOMHAOPOB B JIBOHHOH psan.
Bo3MOXHEI CHEAyIONIHE pAacCTOAHHA B
pany: or 15 mo 57 cm, Kaxaeie 2 cM
npumepHo. Ilo 3anpocy — ot 8 no 105 cm.
ITpuHanNeKHOCTH: MHKPOrpaHyIaTOp,
cHcTeMa pasdpoca ynoOpenHii, TpeKKephbl H CIETIHKH TeKTapoB.

La resa media oraria per

Beé aro crano

nojauyy JBOHHOIO psna,
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MULTIPLA STANDARD
18 bicchieri / 18 cups/ 184F
A Min 380 mm / max 500 mm
B Min 400 mm

FX MULTIPLA
14 bicchieri / 14 cups/ 144f
A Min 300 mm / max 360 mm
B Min 300 mm

MULTIPLA RANDY
18 bicchieri / 18 cups/ 18#f
A Min 550 mm / max 700 mm
B Min 550 mm

MULTIPLA MAXI
30 bicchieri / 30 cups/ 304F
A Min 700 mm / max 1000 mm
B Min 700 mm

Siiuenron
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MULTIPLA
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I N FUTURA é una trapiantatrice automatica studiata per il trapianto di
ortaggi in alveoli collocati in seminiere. Questa macchina necessita
esclusivamente di un operatore che alimenti i pannelli all'interno
delle guide di caricamento del singolo elemento piantante.

La macchina successivamente provvede ad estrarre
automaticamente gli alveoli mediante un sistema basato su degli

12

espulsori aforma cilindrica il cui diametro pud
variare in funzione della dimensione dei fori
esistenti sulla parte inferiore del pannello che
si desidera utilizzare. Le piante verranno
quindi afferrate da pinze mobili che
provvedranno a collocarle nel distributore.
Una delle caratteristiche che rendono
FUTURA una macchina totalmente innovativa
e il fatto che sia possibile effettuare le
operazioni di trapianto senza dover cambiare
latipologia di pannello in vostro possesso. La
trapiantatrice pud infatti essere settata in
relazione al pannello che si desidera
utilizzare.

CARATTERISTICHE TECNICHE:

= Resa oraria a modulo o elemento fino a
8.000 piante ora

= Altaadattabilita alle seminiere commerciali
= Cernitore di fallanza per il controllo e
l'eliminazione della pianta mancante dalla
seminiera al trapianto, con sistema a
controllo sezionale in pre-scarico nel

bicchiere a lettura multipla fino a 11 piante consecutive con
memorizzazione discriminazione e rimpiazzamento, con sistema

del recupero meccanico del bicchiere vuoto
= Altatollerabilita ai diversi terreni

FUTURA

This machine has been developed to have high-technology
characteristics. It has been studied for the automatic transplant of
vegetables in module placed in trays (tomatoes, broccoli, cabbage,
cauliflowers, etc...)

It needs exclusively one operator who puts the single planting
element inside the charging slide of the tray.

This device can house up to 2 plant-holder
panels, according to their dimensions. Each
element of the machine is provided with a
system which automatically pulls out, from the
longer side of the tray all plant-holder panels,
according to their dimensions. One of the
most important peculiarities of this machine is
that it can work with a wide variations of trays.
In other words if you decide to work with this
machine you do not have to change the trays
you are currently using.

TECHNICAL CHARACTERISTICS:

= Working capacity: up to 8,000 plants / hour /
row

= High suitability for the trays in commerce

« “Full Plant" device for the control and
elimination of the missing plant from the tray
to the transplant with a system of selecting
control before the download in the container.
Multiple readings up to 11 plants in
succession with memorization,

discrimination and replacement with a mechanical device for
recovery of the empty container

« Hightolerance for different grounds

= Hightolerance to plant height (up to 20 cm)

-
= =



f— 3TO ABTOMATHYECKAA MalIHHA, pa’spaﬁoTaHHaﬂ I nepecagkH

paccazibl OBOIIEH B AYEHKAX, pACNONAraéMbIX B CIICIHAIbHBIX
KOHTel{Hepax s paccansl. MammuHa obcnyKHBaeTCs OXHHM
ONEepaTopoM, KOTOpBIH 3arpykaeT KOHTEHHEpHl B CEKIHH
paccajionocagoqHOro MexaHu3Ma.

Jlanee MamMHa CaMOCTOATENIBHO H3BJICKAeT AYEHKH C
pacTeHHsAMH MNpPH NOMOIIH CHCTEMBI, KOTOpas COCTOHT H3
9KCTPAKTOPOB LIHIHHAPHYECKO#H (hopMBI. JIHaMeTp LHIHHIPOB
MOKET MEHATBCA B 3aBHCHMOCTH OT pa3Mepa OTBEpCTHi BHH3Y
HCIONb3yeMOro KoHTeliHepa. PacrteHus wn3BnekaroTcs
NOABMAKHBIMH 30KHMAMH M IEPEHOCATCA B PACIHPEEIHTEND.
Opnoii 13 Haubonee MEPeNoBBIX C TEXHOJIOTHYECKOH TOYKH
3pEeHHA XapaKTepHCTHK paccafionocajoyHOH MallHHEI
FUTURA sBnsieTcs OTCYTCTBHE HEOOXOOMMOCTH MEHSATH THII
KOHTeifHepa: paboune pasMepsI 3a[al0TCA Ha OCHORE Pa3MEpOB
HCIIOJIBE3YEMOro KOHTeHHEpa.

TEXHUYECKHUE XAPAKTEPUCTHKH:

- TIpon3BOAMTENLHOCTE MOMY/IA HIH OTAENLHOIO 31IEeMEHTa
7108 000 pactenuii B yac.

- B03MOXKHOCTb pErylIHMpOBKH IO pasMephl CTaHIAPTHBIX
KOHTEHHEPOB /U151 paccabl.

- VYeTpoHCTBO COPTHPOBKH I KOHTPOJS H yHAleHHS
HEIOCTAIONIEr0 pacTeHHA H3 3arpyKEHHOro KOHTEHHEpa,
obopyZoBaHHOE CHCTEMOH KOHTpOIS CEKIHH Ha J3Tane
NpeIBapUTeNbHOM 3arpy3Kkd B cTakaH (BmioTh 10 11 emuawnn
pAcTeHHH) ¢ MOCJIEeAYIONINM 3aIIOMHHAHHEM apXHBa yIaJICHHSA
M 3aMEHBI, @ TAKXKE CHCTEMOH MeXaHH4ecKoro 3abopa mycToro
cTaKaHa.

- Bricokasa ormaua Bo BpeMs paboThl ¢ pasHBEIMH THIIAMH
TIOYBBL

FUTURA
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TIrrrririri

| = Interfila/ Row width/ Mesypsmse/4 T #E

AALAAAALAANY

C = Carreggiatal Track width/ ILlupina xonen/$%

TRAINATE/ HAULED/
NPULIENHBIE / 75| 2,

Versione “STANDARD”

CTAHJIAPTHAS mozens fila binata/2rows/ ABYXpsiHas/
l.min/ mun. a2 L.min/MuH. UTHHA
<> <>
700 mm 300 mm

(27,55 in/mroiimos)

Versione “TWIN”/Mozenb «TWIN»/

(11,81 in/xroiivog)

« La distanza sulla fila & regolabile elettronicamente da 60 a 990 mm ogni 20 mm

« The distance on the row is electronically adjustable from 60 mm

o YCTPOHCTBO 3/IEKTPOHHON PEryIHPOBKH MEKIYpAiba ot 60 10
Ig/h60mm, 1 A990mm, [8]ff20mm

o AT BRI DAHLT- 13,

SEMOVENTI/ SELF PROPELLED
CAMOXO/HBIE / [ FE

%*

N. ELEMENTI
N. ELEMENTS
KOn-80
9NEMEHTOB

| M

!

(mm/in/[)

(2,36 in) to 990 mm (38,98 in} mry 20 mm (0,79 in)
990 MM Kaxbie 2

OPTIONAL / i

N. ELEMENTI
N. ELEMENTS

KOJI-BO
WIEMEHTORB

1

2600
(102,36)

(98,43)

2500
(98,43)

3600
(141,73)

3600
(141,73)

4600
(181,10)

4600
(181,10)

4600
(181,10)

-tracciatori =couple of tracers
-zappette anteriori «front furrow-splitter
+microgranulatore ~microgranulator
-spandi concime ~fertilizer spreading box
«irrigatore automatico  -automatic localized
localizzato irrigation device
-sistema automatico  -automatic system of
livellante self-levelling

AONONHUTENLHLIE KOMNOHEHTBI
-YCTPOCTBO pasMeTku

-Mepeaxwe genuteny Gopoaaw!
-MukporpaHynaTop

-YCTpoACTBO ANA BHECEHWA yoobpeHwi
-MoHTHpyeman cucTeMa aBTOMaTMYeCKOro Nonvea
-CucTema aBTOMaTUHECcKOro BbipaBHUBaHWUS

AJIET
QAT 2%
HIBIRCE S
HRLHL
i E 2%
[ 5E 1 B Bl R 4
EEIY S

FUTURA
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I W Questomodello & stato studiato per il trapianto dellinsalata e di altri

ortaggi in zolla cubica compressa da 2,5 a 5 cm. Caratteristica
principale & la precisione del trapianto grazie allindipendenza dei
singoli elementi che sono in grado di seguire in senso verticale il
terreno garantendo l'impiego preciso della macchina anche in
presenza di suoli sconnessi e sassosi. La resa oraria media per
elemento é stimata in 2.500 piante/ora. La trapiantatrice F & idonea
anche su terreni baulati a piano di lavoro
rialzato con l'applicazione di ruote posteriori
registrabili in altezza. F & disponibile anche
in versione semovente, la profondita di
lavoro arrivasino ad 8 cm.

The Ferrari precision transplanting machine
F was designed to transplant lettuce and
other vegetables in cubic shaped
compressed sods from 2.5 to 5 cm. Its main
characteristic is the precision with which it
transplants between existing plants. Each
element is independent from the others so
the machine can work properly also on the
most uneven and stony kind of soil. Its
working capacity is 2,500 plants per hour
and per element (on average).

Mozens paszpaGorana Ui paccalky Calara-naryka M [poqux
OBOILHBIX KyJIETYp B sAiuciikax quamerpom ot 2,5 1o 5 cm. Oguum u3
OCHOBHBIX NPEHMYIIECTB 9TOH MOJAEIH HBIAETCA TOYHOCTH
nocazku, Grarofaps He3aBHCHMBIM JPYr OT JpYyra 3leMeHTaM,
KOTOpBIE B COCTOSIHHH 00pabaThiBaTh MOYBY B BEPTHKAILHOM
MOIOKEHHH, TAPAHTHPYS TOMHOCTH 00paboTKH Jake B YCIOBHSIX
HEPOBHOH [IOBEPXHOCTH M KAMECHHCTOTO IPYHTA,

CpenHss MpoH3BOAHTENLHOCTE MamuHel — 2 500 pacTeHni B 4ac.
Paccaponocanounas Mozesns F ormiaro nogxoaut s paboTs! Ha
GyrpucToii moBepXHOCTH: pabouas MIOCKOCTh MOXKET
MOJIHUMATECA BI1arofaps peryiHpyemMoii BRICOTE 3a/IHHX KOJIEC.

B Hamuuy camoxonsie Mozeny. [imyouna obpaboTku nouss! 1o 8

FRUREHERS B AL Bt TR R A=

SERILE MM, HEEFN 2. 5em £

Sem ()37 77 4. 36 2 B 2L T
AT E A 12 RS R AR,

H R A HAHMOL, WORILAS AR

£ £ N2 A4 1 il ARk, A
B BT 2 0k 2, 500 B/



C = Carreggiata / Track width / Wagenspur / Voie des roues

Hauled - Sef 1 min. | sef propelled S min-
S = Spazio/Space / Raum / Espace m‘w(—) <>
1 = Inefla Row width | uischenreihe nir angs mm 20mm. | otios | 200 mm.
exaypaase

* La distanza sulla fila é regolabile meccanicamente da 270 a 490 mm. con cadenza di circa 20 mm. - Su richiesta si
possono avere distanze speciali.

* The distance on the row is mechanically adjustable from 270 to 490 mm. every 20 mm. - At request you can have
special distance.

* Der abstand an der rehe ist von 270 bis zu 430 mm. alle 20 mm. Mechnaisch einstellbar sonderabstande auf wunsch.

* L'ecartement sur le rang est reglable mecaniquement de 270 a 490 mm. chaque 20 mm. - Sur demande on peut
avoir des ecartements speciaux.

o ATEAFE270mm—490mm[A] AT LAHIBE A%, LA2OmmiANEELE AT . 45 BRAT R AT 2 .

~N OO e NSO RO OB WN O R W N
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ROTOSTRAPP

errar)

I W Questa macchina si contraddistingue per la riduzione dei tempi OTnHYUTENBHEIMH XapaKTePHCTHKAMH JTOH MOIENH SBISIOTCH ™

morti e per l'ottima collocazione della pianta. E' particolarmente COKpallleHHE BPEMEHH [IPOCTOH M BbICOKAadA TOYHOCTH BBICA/KH
adatta per il trapianto di insalate ed altri ortaggi che abbiano pacrenuii. ONTHMANbHOE PElICHHE JUIA BBICAIKH CaJlaTa u IPOYHX
un'altezza massimadi8-10cm. OBOIIHBIX KYIIBTYp BeICOTOH 8-10 cM.

E' realizzata ad unita modulari e componibili sia in versione trainata Mammuea COCTOMT H3 KOMIOHYEMBIX MOMAYNEH: B HAIH4YHH
che semovente. Trapianta esclusivamente le zolle cubiche di tipo NpHIEeNnHee W caMoxojHBle moxenu. [IpennasHadeHa
compresso aventi unlato compresotrai3e HCKITIOUHTENBHO Ul paccajky pacTeHHH Ha
iScm. NPEeccCOBAHHOM KOMKe B (opme Kkyba
Le interfile sono regolabili da un minimo di pasmepom 3 -5 cM.

28 cm. ROTOSTRAPP & in grado di operare =S B03MOXHOCTE pPEryliHpOBKH LIHPHHEI
siain linea che a quinconce con impostazione et Mexaypaaes ot 28 cMm. Mammuna
digitale della distanza sulla fila da 10 a 100 : 23 e ROTOSTRAPP B COCTOSHHH OCYIIECTBIATS
cm. Le rese orarie ad elemento possono & ” J'[HHCHHY!? BEICAJIKY PACTCHHH HITH BRICAIIKY
arrivare sino ad 8.000 piante per ora con una 1 KMATEPKOH» HMITH B MAXMATHOM TOPAIKE H

velocita sino 2,5 km/h. - obopynoeana uudpoBoil cHcTeMOH
. HACTPOMKH PacCTOAHKA MEKIY pasaMu ot 10

0 100cm.
ITpon3BonMTENBHOCTD MOKET JHOCTHIaTh JI0
8 000 pactenuii B 9ac ¢ paboueii CKOPOCTBIO

== The absence of dead times and optimal 102.5 km/.
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positioning are the outstanding features of
the ROTOSTRAPP transplanter, a modular
machine available in two versions, pulled and

self-propelled. The machine transplants

exclusively cube - shaped compressed sods IT;ETE L‘;';?‘?; I]s g’ﬁ%w Ix
with a lateral width of 3 to 5 cm and the e L [;- it
distance between the 2 rows can vary starting j_f=l Pk 75| AR
from a minimum of 28 cm. ROTOSTRAPP is JA3-5H /K H’ 3

able to plant in straight line and in "diamond" F1 282 e{( i‘t&

fashion.

The distance on the same row is set by
electronic control, ranging between 10 and 100 cm; the working
capacity per hour per element varies to a maximum of 8,000 plants
and to atop speed of 2.5 km/hour.




C = Carreggiata/ Track width / [LIupuna xonen/ %& FH La distanza sulla fila & regolabile
S = Spazio/Space /Paccromune / R [fH elettronicamente da 100 a 990 mm
I =

Interfila / Row width /M ! 4THE The distance on the row is electronically
exayprase | AT adjustable from 100 mm (3,94 in) to

990 mm (38,98 in)

.,

auled - Self pro propel _ e

Tpuuernsie — CaMoXoHEIE (ﬁnu?i“) %a%)%nue 2domm | ATEBELEL 9 [R)TT LA E TR
02in

75 HER (8451n)

ridireeeeee
AAAAAALAAAAY

I

| mm (in) (Ib)

V]

610 (1345)
i 660 (1455)

(112,20)
(54,33 in)

B
—

mm 1700
(66,93 in)

C
+—

mm 2080
(81,89 in)

700 (1543)
695 (1532)
2850 745 (1642)
(112,20) 795 (1753)
845 (1863)
795 (1753)

845 (1863)
(1220) 895 (1973)
945 (2083)
995 (2194)
800 (1764)
- 850 (1874)
(112,20) 900 (1984)
950 (2094)

D
—>

mm 2420
(95,28 in)

ROTOSTRAPP

N oo e N OO R QO E N W
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Each operator, using a special plant loader, can feed a different number of

. . : : lements. On each row there is a plastic belt taking the plants to a
B [ Trapiantatrice pacciamatrice in grado di stendere il film plastico sia E p g P
poli:'til ene che biodegradabile ﬁsga 1 6l 8016, fucails errapianta . synchronized system of grippers which separates each block from the others

I bi . d 2 mati dimenti and inserts itin a hole made simultaneously by a perforator trough the plastic.
con zolle cubico-comprease in modo semi automatico con rendimentl At the same time there is a ploughshare making a small groove under the
medi sulle 5.000 piante/ora afila.

plastic, where plants are laid. The real novelty of this machine concerns its
lamacchina puo essere allestitain 3 tipologie ditelaio: extraordinary output due to its general electronic running and to the digital
= Telaio per film plastico con larghezza di 1400 -1600 mm keyboard to change the distance in the row. The plastic film which is cut from
« Telaio per film plastico con larghezza di 1600-1800 mm

the perforator will be completely removed so that the plant will never be at risk
« Telaio perfilm plastico con larghezza di 1700-1900 mm of damage do to plastic flapping with the wind. Last but not least, the system

of adherence to the soil is definitely much better,
compared with the traditional systems.

Nel caso di larghezze diverse da quelle indicate &
possibile costruire telai speciali.

Su ogpni fila & collocato un nastrino di alimentazione
che provvede a separare una zolla dall'altra e ad

inserirla, attraverso il foro praticato dal perforatore
nel film plastico, in un solchetto tracciato da un
vomere che opera in contemporanea sotto il telo.
L'operazione viene gestita da un sistema
sincronizzato di pinze.

La vera novita di questa macchina sta nel possedere
capacita produttive straordinarie grazie alla gestione
elettronica generale, oltre alla distanza impostabile
datastieradigitale.

Transplanting machine for plastic capable of
rolling both polyethylene and biodegradable plastic
film, fix it to the ground and plant on it. The machine is
semi-automatic and it works with compressed
square blocks. Its output is, on average, 5.000 plants
per hour per row. The machine can be assembled
with 3 differenttypes of frame:

» Frame suitable for film between 400 and 1600 mm
width

Paccagonocagounasi MANIMHA 118 HOCATKH
paccajibi B ILISCTHK CAMOCTOATENBHO paccTHnaeT
KaK MOIHITHICHOBYIO, TaK H OHONOTHIECKH
PasnaraeMyo IieHKY, KPEluT ee K [104Be H
BLICAXKHBAET IOPIIEYHYIO paccaiy KyOugeckoit
thopmbl. Beck nponece ocymecTsisercs B
TIOTYaBTOMaTHYECKOM peskume. Cpeuss
MPOH3BOANTEbHOCTE — 10 5 000 pactensii B yac na
Pz

Mammna MokeT 060pyIOBATECA TPEMS CHCTEMAMH
00pabOTKH IUIEHKH:

pamoii juis o6paboTii NICHKH MIMPHHON
1400-1600 mm

pamoit 1A 06paboTKH IUIEHKH IHPHHON
1600-1800 mm

pamoii Wi 00paboTKH NICHKH MIMPHHOMH
1700-1900 mm

TTo 3aka3y H3roTABIHBAIOTCA PAMBI 1R 00paboTKH
IUICHKH, HIHPHHA KOTOPBIX OTINHYAETCS OT YKA3aHHOI

- Frame suitable for film between 1600 and 1800 mm width BHIIIIE,
= Frame suitable for film between 1700 and 1900 mm width Ha kakom psajly pacriofaraeTcs NeHTA, Paziensionias ropuieyHyo
paccajty | yKJIabiBaloMIas HX B MPEIBAPHTENBHO MPOJICTAHAbIE OTBEPCTHA
Should the plastic film be wider or narrower, it is also possible to build 8 nenke. boposny [na ykianku OpojeNkiBaeT pacnonaraeMslii o pamMoi
special frames. The frame can be equipped with a different number of couHuK, [Tporece BLICAIKH KOHTPOJIHPYETCS CHHXPOHHIOBAHHOM
20 elements according to the customer's needs. CHCTEMOH 3aXKHMOB.



OnHOM M3 HOBIIECTR 3TOrO THIA 000PYNOBAHUS ABIAETCH BRICOKHIE
YPOBEHB NMPOH3BOIUTEIEHOCTH MOIIHOCTh: paboTa MAIIHHBI YIIPABJIAETCA
NEeKTPOHHON CHCTEMOH, 8 pacCTOSHHA 3aIAl0TCA NPH NOMOITH HHdpPOBOro
NyNnbTa YIpaBIeHHs.

EﬁLﬁ’ M"‘f&ﬁfl}lﬂki_%ﬁ ﬁfﬁu_ L.kﬁnﬁ}@ﬁll 3

L HEZR N FTAR IR

elementi ﬁ

Kon-Bo
MIEMEHTOR mm

larghezza telo
film width

ikime| (in)

(in)

n

2800
(110,23)

55,11
59,05
62,99

prima serie

2800
(110,23)

62,99
66,93
70,86

2800
(110,23)

oUubWOBEWN B W

66,92
70,87
76,77

terza serie |seconda serig
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FPP & FPS

= = Trapiantatrice a pinze per piantine a radice nuda e con zolla conica e IR BRI THBHEY .. EEE KoenfE#E BRI AL A

cilindrica max. cm. 5 di diametro e cubica di max. 4 x 4 cm. Interfila =B e e e = : e
regolabile min. cm. 49, max. a richiesta. Interpiante regolabile con i%%;i%g 4;%’%@ ﬁ%@ﬁfxﬁiﬁﬁijﬁ?mﬁi

distributore a 10 pinze, min. cm. 23, max cm. 77; a 15 pinze min. cm.16, = : b
max. cm. 52; a 20 pinze min. cm. 13, max. cm. 77. Accessori a richiesta: T7cm; 15¥R4H AT A BREE B /> 16cm, 3K 52em; 2038 4 AT i £k

dispositivo per inaffiamento, antiparassitari, fertilizzanti, tracciafile, EEf/M3em. HATTem
solcatore anteriore, ecc.

Fingers Transplanter with pincers for bare roots
plants and with conical and cylindrical ball max.
cm. 5 of diameter and cubical ball max 4 x 4 cm.
Inter-row adjustable min. cm. 49, max by
request. Inter-plants adjustable with 10 pincers

FPS

min. cm 23 max cm. 77; with 15 pincers min. cm.
16 max cm. 52 ; with 20 pincers min. cm. 13 max
cm. 77. Attachments by request: device for
watering, anti-parassitic, fertilizers, row-tracer,
anterior furrower and soon.

PaccazonocanouHas MalinHa ¢ 3aKHMaMH
JUTS BBICAJIKH PACTEHHI C OTKPBLITOH
KOPHEBOH CHCTEMOH MM TrOpIueYHOMH
paccazp! KybHueckoit hopMel HaMeTpOM
makcumym 4x4 cM. Perynupyemas mmpusa
MeKITYpsibsa: MHH. — 49 cM, Makc. — 110
BeIGOPY 3aKa3umka. Perynmupyemas cuctema
Boica/iky Ha 10 3askumoB (MuH. — 23 cM,
makc. — 77 cMm), Ha 15 3amumoB (MHH. — 16
cM, Makc. — 52 cm), Ha 20 3aKUMOB (MHH.
— 13 cm, makc. — 77 cm).
BenomorarenbHoe 0b6opynoBanue Mo 3akasy:

CHCTEMA 110JIHBA, CHCTEMA ONPBICKHBAHUS OT NapasuToB, CHCTEMA
pacrnpeneneHus ynoOpeHuii, MapKkeps! ciie/ia, nepejiHue COIHUKH

HTIp.

Trapiantatrice a pinze per piantine a radice nuda e
con zolla conica e cilindrica max 5 cm. di diametro
e cubica max cm.4x4 . Interfila regolabile min. cm
49. max a richiesta. Interpiante regolabile con
distributore a 32 pinze: cm. 6; a 24 pinze:cm. 8;a
19 pinze: cm.10; a 16 pinze: cm.12. Agendo sul
regolatore min. cm. 13 max cm.77. (Per interpiante
acm. 6 -8 -10 -12, si consiglia una trattrice con
avanzamento molto ridotto). Accessori a
richiesta:  dispositivo per innaffiamento,
antiparassitari, fertilizzanti, tracciafile, solcatore
anteriore, ecc.

Fingers Transplanter with pincers for bare roots
plants andwith conical and cylindrical ballmax
cm.5 of diameter and cubical ball max cm.4x4.
Inter-row adjustable min.cm. 49, max by request.
Inter-plants adjustable with distributor with 32
pincers: cm 6; with 24 pincers: cm.8; with 19

pincers: cm.10; with16 pincers: cm. 12. Operating on the regulator min.
cm.13 max cm. 77.(Forinter-plants to cm.6 - 8- 10 - 12 - itis advisable a
tractor with avery reduced advancing). Attachments by request: device
for watering, anti-parassitic, fertilizers, row-tracer, anterior furrower and



— PaccajonocajjouHas MAIHMHA C 3aKAMaAMH U1

BBICA/IKH PacTEeHHI ¢ OTKPHITOH KOPHEBOH
CHCTEMOH HJIH FOpIIEYHOH paccabl KOHHYECKOH
¢hopMBI THAMETPOM MaKCHMYM 5 ¢M B KyOudeckoit
thopmer makcumyMm 4x4 cM. Perynupyemas mmpHHa
MeXIYpAIbA: MHH. — 49 cMm, Makc. — 1o BeiDopy
3aka3yHka. Perympyemas cucrema BricafkH Ha 32
saxkuma (6 cm), Ha 24 3axkuma (8 cM), Ha 19
3auMoB (10 cm), Ha 16 3axumoB (12 cm).
Paboune napamerpsl perynsropa: ot 13 go 77 cm.
(/1 BEICAnKH pacTeHHi Ha paccToAHuH 6, 8, 10,
12 cM pexoMeHyeTcsA HCHOIb30BaTh TPAKTOP C
3aMeIeHHBIM X0710M). BenoMorarensHoe
o6opynoBaHKeE 110 3aKa3y: CHCTEMA IOJIHBa,
CHCTEMa ONPBLICKUBAHHA OT IAPA3HTOB, CHCTEMA
pacnpezeneHus yio0peHui, MapKephl ciesa,
TnepefHHEe CONTHAKH H Ip.

19 35 !I](lc 16454
1}‘1% 2“', E}fJ\Hrm.

l*LlP i !Ef‘

MIN - MAX
cm.

MIN - MAX.

cm.

6-78

6-78

6-78

6-78

6-78

10.000 / 12.500

6-78

MIN - MAX
cm.

13-77

MIN - MAX,

cm.

2000 / 2500

13-77

4000 / 5000

13-77

6000 / 7500

13-77

8000 / 10000

13-77

10000 / 12500

13=77

12000 / 15000

FPP & FPS
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FP effettua la stesura del film plastico (polietilene, biodegradabile o
cellulosa) e contemporaneamente provvede alla rincalzatura laterale
dello stesso per mezzo di vomeri regolabiliin altezza e in larghezza. Uno
dei grandi vantaggi di FP risiede nella sua capacita di mantenere una
tensione costante del film plastico anche al variare del diametro della
bobina senza dover agire su alcun organo di frizione. La macchina,
inoltre, non ha necessita di un'asse per il sostegno della bobina che
invece viene posizionata con estrema
facilita dall'operatore direttamente
nella sede di distribuzione. FP &
dotata inoltre di un porta bobina di
riserva che risulta particolarmente
funzionale. Il rullo preparatore del
terreno, oltre a questa mansione,
consente il deposito diretto del film
plastico al suolo senza andare
direttamente in contatto col terreno
mantenendosi in questo modo
automaticamente pulito.

The FP machine lays the plastic film
down (polyethylene, biodegradable
and paper) and at the same time
earths it up at the sides by using
ploughshares that are adjustable in
width and height. One of the most
important advantages of this machine is that it can maintain a constant
tension of the plastic film without the need of using any clutch even
when the diameter of the plastic roll changes. FP does not need any
removable axel to hold the plastic roll that is placed directly on the
frame of the machine. There is also room for a spare roll. Another very
interesting aspect of the FP way of working is that the front roller
applying the plastic film is not directly in contact with the soil.

Mammaa FP HaknafsiBaeT miacTMACCOBYIO IUIEHKY (MOMHITHIEH,
OHONOTHYECKH PasIaralomMiica MaTepHan HiIH IEeUToNosy) H
OJTHOBPEMEHHO YKpemseT G0KOBEIE KDOMKH IUIEHKH IIOCPECTBOM
JIEMEXOB, perylIHpyeMEIX 10 HpHHE B BeicoTe. OnHOo B3 Hanbonee
ONIYTHMBIX IpeAMyiecTs MaTHHE! FP 3aKimo49aercs B TOM, 9T0 OHA
crnocobHa mOAEePKHBATH MOCTOAHHOE HATHKCHHE IUICHKH, TAKKe
IpH H3MEHEHHH JuaMerpa GoOHHEI,
0e3 BO3NEHCTBHA Ha Kakue-mHOO
oprassl coemreHus. Kpome Toro,
MallHHA HE€ HYXKOAETCA B
HEHTPalbHOH CBEMHOH OCH [id
onopel Oob6uEH. BobmHa
MO3UIHOHADYeTCA KpailiHee HpOCTO
ONEpaTopoM, HEMOCPEICTBEHHO Ha
Mecte. Mammura FP ocramena
KOHTelHepoM nns 3amaca 0oOHHEI
9TO0 ABNAETCA OYEHH IOJIC3HBIM
pemeHHeM. Banen NDOATOTOBKH
TPYHTAa NO3BOJNAET TAaKXE
HEIMOCPEINCTBEHHOE pasMEeIicHHE
IUVIEHKH Ha 3eMmio Oes mpamoro
KOHTAKTa C 3eMiel, 4ToO
A4BTOMATHHECKH DNOANEPHKHBAET

YHUCTOTY.

FPA AR R BRI CRZHMG . WREMSAAR) . R
A R 7R L B BB Sk e R U4 . EL AR R N E AR
IRERE. doh, WHLEAERES MR SIRRE, BEE
BIAEIAHESE £ sboh, FPEWIUE & AR, FP 953 —%¢
AT, AR AN Bl



telaio
frame
KAPKAC

JEEAE

Max.larghezza telo
Max film width

mm

A
mm 1820




COSTRUZIONI|

B N FPA ¢ una trapiantatrice meccanica adatta al trapianto di piantine Mozens FPA — 9710 MeXanH¥ecKas Nepecajounas MAIIMHA [UIA epecaky ™

con zolla conica e cilindrica (max cm. 7 di diametro). Pud HeGONBINNX PACTEHHH ¢ KOHHYECKOI HIIH IHIHHAPHYECKOH TIkI00H 3eMin
trapiantare su film plastici, cartacei e sola terra, in serra o in campo MaKCHMATBHEIM JiHameTpom B 7 cu. Tlepecajika MOKeT NPOH3BOMTECH Ha
aperto. L'interfila & regolabile a partire da cm. 23. La distanza sulla IIACTMACCOBYIO ILICHKY, GyMAary H Helocpe/ICTBEHHO B IPYHT, B OTKPHITOM
fila & regolabile da cm.19 a cm.186 (in relazione al numero di nofie WK B napHuke. PeryIHpoBKa MexpAIHOIO PACCTOAHHSA: MHHHMANILHO

bicchieri che varia da 1 a 6). Combinabile con la pacciamatrice 23 oM, MakcHManbHO — 1o TpeboBanmio. PerynnpoBKa paccTOAHHA MEKITY
Ferrari FP PaCTEHMAMH B pAAy: MHHHManeHO 19 cM, MakcHmansHo 186 cM (B

3ABHCHMOCTH OT KOJIHYECTBA AYECK, KOTOPOE MOKET HIMEHATLCA OT 1 no 6)

Accessoriarichiesta:

« Distributore piantine (aumentalaresadi
lavoro di circa il 50%), dispositivo per
innaffiamento, microgranulatore,
spandiconcime, tracciatori, rullo
compattatore, ecc.

Produzione oraria: da 2.500 piantine ogni
fila (con alimentatore a richiesta : da
3.500 piantine ogpnifila).

MamunHa moxer paboTaTh COBMECTHO C
MYJIBMHPOBaYHOMH MatuHOK MoenH Ferrari FP.
IpHHEaUIeAKHOCTH N0 3ampoCy:
Pacnpenenurens pactenuii (mopeimaer
NPOM3BO/HTENBHOCTE TPY/Ia IPHMEPHO Ha

50 %), ycrpoiicrso Ani NONHBA, PACCEHBAHHA
NEeCTHHH/IOB, YN0OpeHus, YCTpOHCTBO And
NPOKNAfRIBAHAA PAJd, KATOK-YIUIOTHHTEN: H
MpOHHE.

Yacoas Npon3BoAHTeNbHOCTE: 2.500 pactenmii

Ha paz (¢ pacnpenenuTeneM no sanpocy — 3.500
pacTeHHH Ha pajt).
==J== FPA it's a mechanical transplanter that
can transplant plants with conical and
cylindrical sod up to 7 cm of diameter. It
can work on plastic film, paper film and
bare soil. FPA can be used both in
green!':::sataa zr_id :-genzgeld. g@uszg:e FPAR — S b A TR, E&58BEH
row width starting from 23 cm. Adjustable 42 J e Tom I HE T R R Ak T 1 i it , ATLL7 i, ¢
plant spacing from 19 cm to 186 cm (it depends on the number of %inﬁéfﬂme&ﬁ/mﬁ&ﬁ ERA bR, AL I?‘;cmg
bowls installed on the planting unit: from 1 to 6). FPA can be A . S e &
combined with the Mulching machine Ferrari FP. | ot fs b il e
PE: 1-6#4F) .FPAR] 5Ferrari FPAREHLEE S {EH.

Fittings:

« Carousel to increases the machine output: up to 50% more. .
Watering applicator, granular applicator, fertilizer applicator, AiEACE
markers, front roller, etc...

BHAE (ATHRE AL IAS0%RES) | MEMERE. FRL.
Output per hour: from 2.500 plants per row (with the carousel from AR RIATRE. B, :
3.500 plants per row). BN PeaE: 2, 5008k/AT (RIS 4% A3, 5008k/1T) .
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CARATTERISTICHE TECNICHE

CONFIGURAZIONE

FILE N.
LARGHEZZA CM.

POTENZA MINIMA HP

INTERFILE
MOD. min. max
cm.

FPA-2 45 125
FPA-3 45 144

FPA-4 45 119
FPA-5 45 97
FPA-6 45 87
FPA-M 2 25 125
FPA-M 3 32 50
FPA-M 4 32 50
FPA-M 5 32 50
FPA-M 6 32 50
FPA-S 2 25 125
FPA-S 3 25 94
FPA-S 4 25 79
FPA-S 5 25 72
FPA-S 6 25 65
FPA-S 7 25 64
A richiesta interfile piu larg




COSTRUZIONI
F MECCANICHE
errarj,

FERRARI Costruzioni Meccaniche
Strada Squadri 6
46040 Guidizzolo (MN)
TEL: (+39) 0376 819342 - FAX: (+39) 0376 840205

www.ferraricostruzioni.com
info@ferraricostruzioni.com
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